
ASTRAL 16™

READ F IRST  -  H DMI  conne c t i v i t y

PRINTING AMPLI STORM AUDIO - SRDOS-180727/6

Sérigraphie : BLACK

Positionner le sticker
de numéro de série ici :
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«Le contenu du sticker
numéro de série doit
prendre en compte
les informations IAT :
QR code intégrant
les infos « mixtes » et
2 lignes :
SN FOCAL et REF IAT.«

A gérer par IAT.
La base du SN FOCAL est :
A4BZVF000001
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For Advanced Settings, please consult the User Manual.

HDMI 2.0a
4K UHD / HDCP 2.2

Full 18 Gbps

Recommended for devices with 4K UHD HDR  needs

HDMI 2.0 compatible eARC
HDCP 2.2
4K UHD
18 Gbps

Primary
Output

TV

HDMI 2.0a 
HDCP 2.2
4K UHD
18 Gbps

Secondary
Output

Main Projector

Note:
4K = 3840 x 2160 pixels

24/30/60 Hz = frame rate
4:4:4, 4:2:2, 4:2:0 = YCbCr chroma subsampling

8, 10, 12 bpc = bit per color

Device connected

Not for simultaneous usage.  
HDCP conflict possible.
Unused display should be OFF.



ASTRAL 16™

Outp ut  Connec t ions

We recommend that most consuming speakers such as Left front, Center 
front and Right front should be mapped to the Master Modules, that is to 
say: Output 1 , 5 , 9  for L, C, R.

Main Channels Outputs :
A  Amplified, Ch1 to Ch12
B  Analog, Ch13 to Ch16

Downmix Outputs:
C  Analog, R and L

Triggers:
D  Jack 3.5mm 
E   IR OUT port  

(top connector)
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To connect amplifier with unbalanced inputs:


